Nano Tilt

Small downlight with polished reflector for windows, cabinets and niches to give a nice moodful light.
Nano Tilt, which can be directed, has a 36 degree spread angle. Delivered without driver. Nanodriver
(optional) with max 9W dimmed with 1-10V / Impuls DIM, max 17W dimmed with Trailing edge dimming
/ Impuls DIM and max 4,2W dimmed with Trailing edge dimming.



Nano Tilt

Produkt- und Umgebungsbilder




Artikelnummer

Artikel Schutzklasse Controller Montage/Anschluss GrofBe
907019 Klasse Il Treiber 350mA Einbau, Indoor / Outdoor @48 x H29
Nano Tilt Schwarz In/out 240Im IP65 separat bestellt

2700K Ra>90 Treiber 350mA
separat bestellt
4W LED
60 Im/W SDCM:2
L70/B50>50.000
Beam: 36°, Direkt, Reflector medium
= 907016 Klasse Il Treiber 350mA Einbau, Indoor / Outdoor @48 x H29
Q%D Nano Tilt Weiss In/out 240Im P65 separat bestellt
2700K Ra>90 Treiber 350mA
separat bestellt
4W LED
60 Im/W SDCM:2
L70/B50>50.000
Beam: 36°, Direkt, Reflector medium
= 907020 Klasse Il Treiber 350mA Einbau, Indoor / Outdoor @48 x H29
Q ’5@> Nano Tilt Schwarz In/out 240Im P65 separat bestellt
3000K Ra>90 Treiber 350mA
separat bestellt
4W LED
60 Im/W SDCM:2
L70/B50>50.000
Beam: 36°, Direkt, Reflector medium

907017 Klasse Il Treiber 350mA Einbau, Indoor / Outdoor @48 x H29

Nano Tilt Weiss In/out 240lm 1P65 separat bestellt
3000K Ra>90 Treiber 350mA
separat bestellt
4W LED
60 Im/W SDCM:2
L70/B50>50.000
Beam: 36°, Direkt, Reflector medium
= 907013 Klasse Il Treiber 350mA Einbau, Indoor @48 x H29
Qw Nano Tilt Weiss 270Im 4000K Ra>90 P44 separat bestellt
Treiber 350mA separat bestellt
4W LED
68 Im/W SDCM:2
L70/B50>50.000
Beam: 36°, Direkt, Reflector medium
= 907018 Klasse Il Treiber 350mA Einbau, Indoor / Outdoor @48 x H29
Q/’;D Nano Tilt Weiss In/out 270Im IP65 separat bestellt
4000K Ra>90 Treiber 350mA
separat bestellt

4W LED

Treiber

68 Im/W SDCM:2



Artikelnummer

Artikel L70/B50>50.000 Schutzklasse Controller
Beam: 26°, DirektgRgfjggtor medium 1P20

Phasenabschnitt

Nano Weiss Treiber 4,2W 350mA

Phasenabschnitt

_— . 820091 1P20 Phasenabschnitt /
Nano Weiss Treiber 17W 350mA Push Dim
Phasenabschnitt / Push Dim
17W

Zubehor

—~ 9228

Nano Tilt Weiss 67mm Rehabring

Montage/Anschluss

Indoor

Indoor

GroRBe

@23 x L90 x W23 x H19

L166 x W46 x H34

L67 x W67 x H3
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