
Junistar Eco IsoSafe

Junistar Eco IsoSafe is a cost-efficient downlight for indoor use with a 42° beam angle and 30° tilt

function. A flexible diameter of Ø68-83mm makes Junistar Eco a great choice for refurbishing older

ceilings. Junistar Eco IsoSafe is tested to be 100% airtight against plaster board ceilings. Supplied as an

8-pack incl drivers. Our IsoSafe products can be mounted directly in insulation (IsoSafe).



Junistar Eco IsoSafe

Galerie de produits et d’environnements



Junistar Eco IsoSafe

Pour les dimensions des dessins, veuillez consulter les codes de chaque article à la page suivante



Codes-articles

Article Protection Convertisseurs Montage/Connexion Dimensions

905217

Junistar ECO Isosafe Noir

DimToWarm 470lm 2000-2800K

Ra>95 Coupure de phase

7W LED 

67 lm/W SDCM:3

L90/B10>50,000

Beam: 42°, Directe, Reflector

Classe II SELV

IP44

Coupure de phase Encastré, Indoor

Bornier sans vis

Ø90 x H40

905215

Junistar ECO Isosafe Blanc

DimToWarm 510lm 2000-2800K

Ra>95 Coupure de phase

7W LED 

73 lm/W SDCM:3

L90/B10>50,000

Beam: 42°, Directe, Reflector

Classe II SELV

IP44

Coupure de phase Encastré, Indoor

Bornier sans vis

Ø90 x H40

905216

Junistar ECO Isosafe Noir 580lm

2700K Ra>90 Coupure de phase

7W LED 

83 lm/W SDCM:2

L90/B10>100,000

Beam: 42°, Directe, Reflector

Classe II SELV

IP44

Coupure de phase Encastré, Indoor

Bornier sans vis

Ø90 x H40

905213

Junistar ECO Isosafe Blanc 580lm

2700K Ra>90 Coupure de phase

7W LED 

83 lm/W SDCM:2

L90/B10>100,000

Beam: 42°, Directe, Reflector

Classe II SELV

IP44

Coupure de phase Encastré, Indoor

Bornier sans vis

Ø90 x H40

905224

Junistar ECO Isosafe Noir 590lm

3000K Ra>90 Coupure de phase

7W LED 

84 lm/W SDCM:2

L90/B10>100,000

Beam: 42°, Directe, Reflector

Classe II SELV

IP44

Coupure de phase Encastré, Indoor

Bornier sans vis

Ø90 x H40

905214

Junistar ECO Isosafe Blanc 600lm

3000K Ra>90 Coupure de phase

5.5W LED 

109 lm/W SDCM:2

L90/B10>100,000

Beam: 42°, Directe, Reflector

Classe II SELV

IP44

Coupure de phase Encastré, Indoor

Bornier sans vis

Ø90 x H40

Accessoires
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Article Protection Convertisseurs Montage/Connexion Dimensions

820489

Sensor Dim Box Blanc 200VA

L220 x W75 x H34
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