
LEDstar

LED spot for under cabinet and canopy lighting. Can be both flush-mounted and surface-mounted using

the removable ring. Spot incl. three-metre cable for simple connection to driver (accessory). Made of die-

cast aluminium



LEDstar

Galerie de produits et d’environnements



Codes-articles

Article Protection Convertisseurs Montage/Connexion Dimensions

970064

LEDstar Noir 180lm 2700K Ra>90

2.4W LED 

75 lm/W SDCM:3

L70/B50>50,000

Beam: 40°, Directe, Opale

Classe III

IP54

Encastré ou surface, Indoor

Câble 3m

Ø82 x H22

997064

LEDstar Acier brossé 180lm 2700K

Ra>90

2.4W LED 

75 lm/W SDCM:3

L70/B50>50,000

Beam: 40°, Directe, Plastique

transparente

Classe III

IP54

Encastré ou surface, Indoor

Câble 3m

Ø82 x H22

912064

LEDstar Blanc 180lm 2700K Ra>90

2.4W LED 

75 lm/W SDCM:3

L70/B50>50,000

Beam: 40°, Directe, Opale

Classe III

IP54

Encastré ou surface, Indoor

Câble 3m

Ø82 x H22

Alimentation

820576

SG Blanc Alimentation 24V 150W

DALI-2 / Push Dim

150W 

50,000

Classe II

IP20

DALI-2 / Push Dim Indoor L240 x W59 x H40

820186

LEDstar CV 24V Blanc Alimentation 20W 24V Coupure de phase

L250 x W70 x H28

820440

SG Blanc Alimentation 24V 36W Coupure de phase

L200 x W85 x H35

820441

SG Blanc Alimentation 24V 75W Coupure de phase

L200 x W85 x H35

820442

SG Blanc Alimentation 24V 150W Coupure de phase

L310 x W85 x H35
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