
Prelude

Mirror luminaire made of aluminium with diffuser made of Acrylic (PMMA). Can be installed with either

with concealed or visible cable. Design: Hallvard Jakobsen



Prelude

Galerie de produits et d’environnements



Codes-articles

Article Protection Convertisseurs Montage/Connexion Dimensions

111340

Prelude Blanc 1020lm 2700K Ra>90

Coupure de phase

14W LED 

73 lm/W SDCM:3

L70/B10>50,000

Directe, Opale

Classe I

IP44 (mounted

horizontally) /

IP20 (mounted

vertically)

IK05

Coupure de phase Surface, Indoor

Bornier sans vis

L510 x W70 x H80 x D80

111345

Prelude Blanc 1060lm 3000K Ra>90

Coupure de phase

14W LED 

76 lm/W SDCM:3

L70/B10>50,000

Directe, Opale

Classe I

IP44 (mounted

horizontally) /

IP20 (mounted

vertically)

IK05

Coupure de phase Surface, Indoor

Bornier sans vis

L510 x W70 x H80 x D80

111346

Prelude Blanc avec prise de

courant 1060lm 3000K Ra>90

Coupure de phase

14W LED 

76 lm/W SDCM:3

L70/B10>50,000

Directe, Opale

Classe I

IP44 (mounted

horizontally) /

IP20 (mounted

vertically)

IK05

Coupure de phase Surface, Indoor

Bornier sans vis

L560 x W70 x H80 x D80

111347

Prelude Blanc avec prise de

courant 1060lm 3000K Ra>90

Coupure de phase

14W LED 

76 lm/W SDCM:3

L70/B10>50,000

Directe, Opale

Classe I

IP44 (mounted

horizontally) /

IP20 (mounted

vertically)

IK05

Coupure de phase Surface, Indoor

Bornier sans vis

W560 x H70 x D80

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

