
Farsund Slim 300

Ultra-slim ceiling light for indoor lighting, suitable for both ceiling and wall mounting. The fixture is

made of durable polycarbonate, and with its opal-prismatic diffuser, it provides a pleasant, uniform, and

efficient light with a long lifespan. It is dimmable with phase-cut dimmers, and we recommend LEDDim

400 and LEDDim Smart. Effortless installation with two cable entries, a backplate that fits all standard

ceiling boxes, and a quick-connector to the front panel which is easily assembled with practical

magnets. Visible cabling is also possible.
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Codes-articles

Article Protection Convertisseurs Montage/Connexion Dimensions

113300

Farsund Slim 300 Blanc 910lm

2700K Ra>80 Coupure de phase

7.5W LED 

121 lm/W SDCM:3

L80/B20>100,000, L90/B50>50,000

Beam: 109°, Directe,

Classe II

IP20

Coupure de phase Surface, Indoor

Bornier sans vis

Ø302 x H29

113301

Farsund Slim 300 Blanc 930lm

3000K Ra>80 Coupure de phase

7.5W LED 

124 lm/W SDCM:3

L80/B20>100,000, L90/B50>50,000

Beam: 109°, Directe,

Classe II

IP20

Coupure de phase Surface, Indoor

Bornier sans vis

Ø302 x H29

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

