
Bassi PIR

Attractive, square LED wall luminaire that can be installed both indoors and outdoors. Made of die-cast

powder-coated aluminium. Diffuser made of UV-stabilised opalescent polycarbonate, two

inputs/outputs for cables, option of both visible and hidden cabling, and loopable terminal block. IP65

and vandal-resistant rating IK10 with PIR sensor



Bassi PIR

Product- en omgevingsbeelden



Bassi PIR

De afmetingen van de lijntekening vindt u bij de afzonderlijke artikelcodes op de volgende pagina



Artikelcode

Artikel Bescherming Regelapparatuu

r

Montage/Aansluiting Afmetingen

623173

Bassi Zwart E27 PIR Sensor

Beam: 120°, Direct, Opaal

Klasse I

IP44

IK10

PIR Sensor Opbouw, Indoor / Outdoor

Schroefloos klemmenblok

L240 x W240 x H110

623174

Bassi Grafiet E27 PIR Sensor

Beam: 120°, Direct, Opaal

Klasse I

IP44

IK10

PIR Sensor Opbouw, Indoor / Outdoor

Schroefloos klemmenblok

L240 x W240 x H110

623172

Bassi Wit E27 PIR Sensor

Beam: 120°, Direct, Opaal

Klasse I

IP44

IK10

PIR Sensor Opbouw, Indoor / Outdoor

Schroefloos klemmenblok

L240 x W240 x H110
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