
Sense Pro PIR

The Sense Pro PIR comes complete with driver, PIR sensor, cable and plug. The PIR sensor is discreetly

located at the edge of the frame. The light is activated by movement and turns off automatically after a

predetermined period of time to provide good energy savings.The sensor does not detect movement

through walls or doors. The PIR sensor also has an adjustable daylight sensor, so you can choose not to

turn on lighting when there is sufficient daylight. Sense PIR can act as a master, controlling up to 3 other

Sense panels (slaves).Sense Opalprism PIR can be mounted on ceilings with visible T-rails without

accessories and on ceilings with concealed T-rails with accessories.
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Codes-articles

Article Protection Convertisseurs Montage/Connexion Dimensions

212323

Sense Opalprism 300x1200 Blanc

3880lm 3000K Ra>80 PIR Sensor

34W LED 

114 lm/W SDCM:3

L80/B20>100,000

Opalprism

Classe II

IP20

IK10

PIR Sensor Encastré, Indoor

Câble 2m

cordon, driver et prise incluse

L1197 x W297 x H44

212680

Sense Pro 600x600 Blanc 4340lm

3000K Ra>80 PIR Sensor

35W LED 

124 lm/W SDCM:3

L80/B20>100,000, L90>50,000

Beam: 110°, Directe, Opalprism

Classe II

IP40/IP20

IK06

PIR Sensor Encastré

Câble 2m

cordon, driver et prise incluse

L597 x W597 x H44

212324

Sense Opalprism 300x1200 Blanc

4060lm 4000K Ra>80 PIR Sensor

34W LED 

119 lm/W SDCM:3

L80/B20>100,000

Opalprism

Classe II

IP20

IK10

PIR Sensor Encastré, Indoor

Câble 2m

cordon, driver et prise incluse

L1197 x W297 x H44

212681

Sense Pro 600x600 Blanc 4610lm

4000K Ra>80 PIR Sensor

35W LED 

132 lm/W SDCM:3

L80/B20>100,000, L90>50,000

Beam: 110°, Directe, Opalprism

Classe II

IP40/IP20

IK06

PIR Sensor Encastré

Câble 2m

cordon, driver et prise incluse

L597 x W597 x H44

Accessoires

212256

Sense 600x600 Blanc Unité de surface

L604 x W604 x H48

212257

Sense 300x1200 Blanc Unité de surface

L1203 x W303 x H47

8249045006

Sense 600x600 Blanc Plaque de plâtre/Troldtekt Encadrement encastré

L640 x W640 x H40

212170

Sense 2m Kit suspension

L2000
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