
Solo

Design: Hallvard Jakobsen. Attractive, round wall luminaire with cross that can be installed both indoors

and outdoors. Made of die-cast powder-coated aluminium. Diffuser made of UV-stabilised opal

polycarbonate. Two inputs/outputs for cables, option of both visible and concealed cabling, and

loopable quick clips. Several variants with integrated sensor or dimming relay. IP65 and vandal-resistant

rating IK10.
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Codes-articles

Article Protection Convertisseurs Montage/Connexion Dimensions

644550

Solo 1100 Noir 570lm 3000K Ra>80

Coupure de phase

10W LED 

57 lm/W SDCM:3

L70/B10>50,000

Beam: 120°, Directe, Opale

Classe II

IP65

IK10

Coupure de phase Surface, Indoor / Outdoor

Bornier sans vis

Ø270 x H130 x D130

644554

Solo 1100 Noir 570lm 3000K Ra>80

Twilight

10W LED 

57 lm/W SDCM:3

L70/B10>50,000

Beam: 120°, Directe, Opale

Classe II

IP65

IK10

Twilight Surface, Indoor / Outdoor

Bornier sans vis

Ø270 x H130 x D130

643550

Solo 1100 Graphite 570lm 3000K

Ra>80 Coupure de phase

10W LED 

57 lm/W SDCM:3

L70/B10>50,000

Beam: 120°, Directe, Opale

Classe II

IP65

IK10

Coupure de phase Surface, Indoor / Outdoor

Bornier sans vis

Ø270 x H130 x D130

643554

Solo 1100 Graphite 570lm 3000K

Ra>80 Twilight

10W LED 

57 lm/W SDCM:3

L70/B10>50,000

Beam: 120°, Directe, Opale

Classe II

IP65

IK10

Twilight Surface, Indoor / Outdoor

Bornier sans vis

Ø270 x H130 x D130

641550

Solo 1100 Blanc 640lm 3000K Ra>80

Coupure de phase

10W LED 

64 lm/W SDCM:3

L70/B10>50,000

Beam: 120°, Directe, Opale

Classe II

IP65

IK10

Coupure de phase Surface, Indoor / Outdoor

Bornier sans vis

Ø270 x H130 x D130

641554

Solo 1100 Blanc 640lm 3000K Ra>80

Twilight

10W LED 

64 lm/W SDCM:3

L70/B10>50,000

Beam: 120°, Directe, Opale

Classe II

IP65

IK10

Twilight Surface, Indoor / Outdoor

Bornier sans vis

Ø270 x H130 x D130
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