
Tube Eco

LED spot for three-phase rail system. Fitted with global adapter and compatible with all systems that

work with this. Powerful LED chip and integrated driver gives this spot a minimalistic and exclusive look.

A long service life, fantastic colour rendering and large lumen package make Tube Eco the ideal choice

for shops and exhibitions.Tube Eco 32° comes with a “honeycomb” lattice that can be attached in front

of the reflector for extremely low glare.
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Tube Eco

Pour les dimensions des dessins, veuillez consulter les codes de chaque article à la page suivante



Codes-articles

Article Protection Convertisseurs Montage/Connexion Dimensions

314475

Tube ECO Noir 2280lm 3000K

Ra>90 Coupure de phase

26W LED 

88 lm/W SDCM:3

L90/B10>100,000

Beam: 32°, Directe,

Classe I

IP20

Coupure de phase Surface, Indoor Ø92 x H220

314479 •
Tube ECO Noir 2170lm 3000K

Ra>90 Coupure de phase

26W LED 

83 lm/W SDCM:3

L80/B20>50,000

Beam: 50°, Directe,

Classe I

IP20

Coupure de phase Surface, Indoor Ø92 x L220 x W92 x

H220

312475

Tube ECO Blanc 2280lm 3000K

Ra>90 Coupure de phase

26W LED 

88 lm/W SDCM:3

L90/B10>100,000

Beam: 32°, Directe,

Classe I

IP20

Coupure de phase Surface, Indoor Ø92 x H220

312477 •
Tube ECO Blanc 2170lm 3000K

Ra>90 Coupure de phase

26W LED 

83 lm/W SDCM:3

L90/B10>100,000

Beam: 50°, Directe,

Classe I

IP20

Coupure de phase Surface, Indoor Ø92 x H220

314476

Tube ECO Noir 2410lm 4000K

Ra>90 Coupure de phase

26W LED 

93 lm/W SDCM:3

L90/B10>100,000

Beam: 32°, Directe,

Classe I Coupure de phase Surface, Indoor Ø92 x H220

312476

Tube ECO Blanc 2410lm 4000K

Ra>90 Coupure de phase

26W LED 

93 lm/W SDCM:3

L90/B10>100,000

Beam: 32°, Directe,

Classe I

IP20

Coupure de phase Surface, Indoor Ø92 x H220

Accessoires



Codes-articles

Article Protection Convertisseurs Montage/Connexion Dimensions

314423

Shopline Noir Patére-alimentation

Classe I

IP20

Surface, Indoor Ø100

312423

Shopline Blanc Patére-

alimentation

Classe I

IP20

Surface, Indoor Ø100 x H36

300470

Tube(Eco)/Aneto 17° Réflecteur

L75 x W75 x H55

300471

Tube(Eco)/Aneto 32° Réflecteur

L75 x W75 x H55

300472

Tube(Eco)/Aneto 50° Réflecteur

L75 x W75 x H55

• = Cet article est produit sur commande, avec un délai de livraison prévu de 3-4 semaines.
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