
Inspire

Ultra modern, slim luminaires with powder-coated outer surface. The cubist black reflectors provide

extremely good glare control in direct light. Additionally, it features indirect light which means it is

perfectly suited for offices and above desks. If you want to position several luminaires in a row, they can

easily be connected together with the supplied coupling piece. Plug and play solution for quick

installation.



Inspire

Galerie de produits et d’environnements



Codes-articles

Article Protection Convertisseurs Montage/Connexion Dimensions

212876

Inspire Noir 3470lm 2700K Ra>90

Coupure de phase

32W LED 

108 lm/W SDCM:3

L80/B20>100,000, L90>50,000

Directe/Indirecte 50/50%, Cubic Optic

Noir

Classe I

IP20

Coupure de phase Suspendu, Indoor

Kit de fil 2x2 m

Cable 3x0,75mm² 2,5m

L1241 x W38 x H67

212087

Inspire Noir 4140lm 3000K Ra>80

DALI-2 / Push Dim

34W LED 

122 lm/W SDCM:3

L80/B20>100,000, L90>50,000

Directe/Indirecte 50/50%, Cubic Optic

Noir

Classe I

IP20

DALI-2 / Push Dim Suspendu, Indoor

Kit de fil 2x2 m

Cable 5x0,75mm² 2,5m

L1241 x W38 x H67

212472

Inspire Noir 4140lm 3000K Ra>80

Dim 1x interrupteurs à tirette

34W LED 

122 lm/W SDCM:3

L80/B20>100,000, L90>50,000

Directe/Indirecte 50/50%, Cubic Optic

Noir

Classe I

IP20

Dim 1x

interrupteurs à

tirette

Suspendu, Indoor

Kit de fil 2x2 m

Cable 3x0,75mm² 2,5m

L1243 x W38 x H67

212086

Inspire Noir 4140lm 3000K Ra>80

Non dimmable

34W LED 

122 lm/W SDCM:3

L80/B20>100,000, L90>50,000

Directe/Indirecte 50/50%, Cubic Optic

Noir

Classe I

IP20

Non dimmable Suspendu, Indoor

Kit de fil 2x2 m

Cable 3x0,75mm² 2,5m

L1241 x W38 x H67

212081

Inspire Blanc 4140lm 3000K Ra>80

DALI-2 / Push Dim

34W LED 

122 lm/W SDCM:3

L80/B20>100,000, L90>50,000

Directe/Indirecte 50/50%, Cubic Optic

Noir

Classe I

IP20

DALI-2 / Push Dim Suspendu, Indoor

Kit de fil 2x2 m

Cable 5x0,75mm² 2,5m

L1241 x W38 x H67

212474

Inspire Blanc 4140lm 3000K Ra>80

Dim 1x interrupteurs à tirette

34W LED 

122 lm/W SDCM:3

Classe I

IP20

Dim 1x

interrupteurs à

tirette

Suspendu, Indoor

Kit de fil 2x2 m

Cable 3x0,75mm² 2,5m

L1243 x W38 x H67



Codes-articles

L80/B20>100,000, L90>50,000

Directe/Indirecte 50/50%, Cubic Optic Noir

Article Protection Convertisseurs Montage/Connexion Dimensions

212080

Inspire Blanc 4140lm 3000K Ra>80

Non dimmable

34W LED 

122 lm/W SDCM:3

L80/B20>100,000, L90>50,000

Directe/Indirecte 50/50%, Cubic Optic

Noir

Classe I

IP20

Non dimmable Suspendu, Indoor

Kit de fil 2x2 m

Cable 3x0,75mm² 2,5m

L1241 x W38 x H67

212089

Inspire Noir 4300lm 4000K Ra>80

DALI-2 / Push Dim

34W LED 

126 lm/W SDCM:3

L80/B20>100,000, L90>50,000

Directe/Indirecte 50/50%, Cubic Optic

Noir

Classe I

IP20

DALI-2 / Push Dim Suspendu, Indoor

Kit de fil 2x2 m

Cable 5x0,75mm² 2,5m

L1241 x W38 x H67

212473

Inspire Noir 4300lm 4000K Ra>80

Dim 1x interrupteurs à tirette

34W LED 

126 lm/W SDCM:3

L80/B20>100,000, L90>50,000

Directe/Indirecte 50/50%, Cubic Optic

Noir

Classe I

IP20

Dim 1x

interrupteurs à

tirette

Suspendu, Indoor

Kit de fil 2x2 m

Cable 3x0,75mm² 2,5m

L1243 x W38 x H67

212088

Inspire Noir 4300lm 4000K Ra>80

Coupure de phase

34W LED 

126 lm/W SDCM:3

L80/B20>100,000, L90>50,000

Directe/Indirecte 50/50%, Cubic Optic

Noir

Classe I

IP20

Coupure de phase Suspendu, Indoor

Kit de fil 2x2 m

Cable 3x0,75mm² 2,5m

L1241 x W38 x H67

212083

Inspire Blanc 4300lm 4000K Ra>80

DALI-2 / Push Dim

34W LED 

126 lm/W SDCM:3

L80/B20>100,000, L90>50,000

Directe/Indirecte 50/50%, Cubic Optic

Noir

Classe I

IP20

DALI-2 / Push Dim Suspendu, Indoor

Kit de fil 2x2 m

Cable 5x0,75mm² 2,5m

L1241 x W38 x H67

212475

Inspire Blanc 4300lm 4000K Ra>80

Dim 1x interrupteurs à tirette

34W LED 

126 lm/W SDCM:3

Classe I

IP20

Dim 1x

interrupteurs à

tirette

Suspendu, Indoor

Kit de fil 2x2 m

Cable 3x0,75mm² 2,5m

L1243 x W38 x H67



Codes-articles

L80/B20>100,000, L90>50,000

Directe/Indirecte 50/50%, Cubic Optic Noir

Article Protection Convertisseurs Montage/Connexion Dimensions

212082

Inspire Blanc 4300lm 4000K Ra>80

Non dimmable

34W LED 

126 lm/W SDCM:3

L80/B20>100,000, L90>50,000

Directe/Indirecte 50/50%, Cubic Optic

Noir

Classe I

IP20

Non dimmable Suspendu, Indoor

Kit de fil 2x2 m

Cable 3x0,75mm² 2,5m

L1241 x W38 x H67

Accessoires

212198

Noir Garnitures pour plafond T

L30 x W20 x H5

212470

Inspire Noir Rotule

L78 x W38 x H67

212255

T-profil Blanc Rail de suspension 600mm

L596 x W35 x H17

212471

Inspire Blanc Rotule

L78 x W38 x H67

8249042724 •
Ceiling boîte 2x2m Kit suspension

• = Cet article est produit sur commande, avec un délai de livraison prévu de 3-4 semaines.

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

