Sense Velios 300x1200

Sense Velios is designed for ceilings with visible T-rails. Profiled contrast-reduction panels and high-
performance central optics give uniformly diffuse lighting. High Energy efficiency. Exceptional glare

control gives high degree of visual comfort. Dip switches available for adjustment of light output.



Sense Velios 300x1200

Galerie de produits et d’environnements



Codes-articles

Article
212929
Sense Velios 300x1200 Blanc
3240Im 3000K Ra>90 DALI-2
23W LED
141 Im/W SDCM:3
L84/B50>100,000, L91>50,000
Directe, Optique a prismes/opale
212925
Sense Velios 300x1200 Blanc
3310Im 3000K Ra>80 Coupure de
phase
23W LED
144 Im/W SDCM:3
L84/B50>100,000, L91>50,000
Directe, Optique a prismes/opale
212930
Sense Velios 300x1200 Blanc
3260Im 4000K Ra>90 DALI-2
23W LED
142 Im/W SDCM:3
L84/B50>100,000, L91>50,000
Directe, Optique a prismes/opale
212926
Sense Velios 300x1200 Blanc
3430Im 4000K Ra>80 Coupure de
phase
23W LED
149 Im/W SDCM:3
L84/B50>100,000, L91>50,000

Directe, Optique a prismes/opale

Protection

Classe ll

1P20

Classe ll

1P20

Classe ll

1P20

Classe Il

1P20

S

Convertisseurs Montage/Connexion Dimensions

DALI-2 Encastré, Indoor L1195 x W295 x H43

Linect 5 p6les / bornier sans vis

Coupure de phase  Encastré, Indoor L1195 x W295 x H43

Linect 3 pbles / bornier sans vis

DALI-2 Encastré, Indoor L1195 x W295 x H43

Linect 5 pbles / bornier sans vis

Coupure de phase  Encastré, Indoor L1195 x W295 x H43

Linect 3 p6les / bornier sans vis
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