
Ray D

Design: Christian Hvidt. . Light for mounting on mast or wall lamp (460 mm or 680 mm in diameter) is

IP65-rated. Luminaire body, wall bracket and top made of die-cast aluminium, reflector and truncated

cone made of polycarbonate. Powder-coated dark grey luminaire body, wall bracket and top. Reflector,

inside of cone and top in special reflector-white colour. Reflector and optics are particularly well suited

to giving a direct, direct/indirect, indirect or direct/asymmetrical light distribution via a clear or opal

truncated cone. Complete with connection for operation of LED light sources mounted to component

rail with connector system and pre-mounted with five-metre connection cable. Lamp head prepared for

mounting on 60 mm or 108 mm mast (76 mm on request). Electrical safety class I or II. Ø460.



Ray D

Produkt- og miljøbilleder



Varenr.

Artikel Beskyttelse Styring Montering/Tilslutning Dimensioner

5703821168144 •
Ray D LED Grå 2710lm 3000K Ra>80

On/Off

26W LED 

104 lm/W SDCM:3

L80/B10>70.000, L90/B50>50.000

Direkte,

Klasse II

IP65

IK10

On/Off Mast - top (Ø60mm), Outdoor

Kabel 2x1mm² 5,0m

Ø460 x H703

5703821168168 •
Ray D LED Grå 2830lm 4000K Ra>80

On/Off

26W LED 

109 lm/W SDCM:3

L80/B10>70.000, L90/B50>50.000

Direkte,

Klasse II

IP65

IK10

On/Off Mast - top (Ø60mm), Outdoor

Kabel 2x1mm² 5,0m

Ø460 x H703

Tilbehør

5703821151078 •
Galvaniseret Mast 3m

5703821151085 •
Galvaniseret Mast 4m

5703821151108 •
Galvaniseret Konisk Mast 3m

5703821151092 •
Galvaniseret Konisk Mast 4m

5703821151115 •
Galvaniseret Mast 3m

5703821151122 •
Galvaniseret Mast 4m

5703821170765 •
Galvaniseret Overgangsstuds fra Ø76 til Ø60

L230 x W98 x H230

5703821151139 •
Grå Designmast 3m



Varenr.

Artikel Beskyttelse Styring Montering/Tilslutning Dimensioner

5703821151146 •
Grå Designmast 4m

5703821151153

Grå Konisk Mast 3m

5703821151160 •
Grå Konisk Mast 4m

5703821168694

Ray 680 Design Kegle Grå

Ø108 x L100

• = Denne artikel produceres efter ordre, med en forventet leveringstid på 3-4 uger.
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