
Jupiter Pro Soft

Jupiter Pro Soft is a powerful downlight with a high black baffle that creates the impression of dark

light.Jupiter Pro Soft has a strong light without glare and is the perfect choice for architectural and

commercial applications. Jupiter Pro Soft is made of die-cast powder-coated aluminium and a glass

front, and can be used both indoors and outdoors.
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Article codes

Article Protection Control gear Mounting/Connection Dimensions

940354 •
Jupiter Pro Soft White 1110lm

2700K Ra>90 Trailing edge

15W LED 

74 lm/W SDCM:2

L90/B10>100,000

Beam: 35°, Direct, Reflector

Class II SELV

IP65/IP20

Trailing edge Recessed, Indoor / Outdoor

Quick connector

Ø114 x H130

940352 •
Jupiter Pro Soft White 1730lm

3000K Ra>90 DALI-2 / Push Dim

22W LED 

79 lm/W SDCM:2

L90/B10>100,000

Beam: 35°, Direct, Reflector

Class II SELV

IP65/IP20

DALI-2 / Push Dim Recessed, Indoor / Outdoor

Quick connector

Ø114 x H130

940355 •
Jupiter Pro Soft White 1730lm

3000K Ra>90 Trailing edge

22W LED 

79 lm/W SDCM:2

L90/B10>100,000

Beam: 35°, Direct, Reflector

Class II SELV

IP65/IP20

Trailing edge Recessed, Indoor / Outdoor

Quick connector

Ø114 x H130

940353 •
Jupiter Pro Soft White 1850lm

4000K Ra>90 DALI-2 / Push Dim

22W LED 

84 lm/W SDCM:2

L90/B10>100,000

Beam: 35°, Direct, Reflector

Class II SELV

IP65/IP20

DALI-2 / Push Dim Recessed, Indoor / Outdoor

Quick connector

Ø114 x H130

940356 •
Jupiter Pro Soft White 1850lm

4000K Ra>90 Trailing edge

22W LED 

84 lm/W SDCM:2

L90/B10>100,000

Beam: 35°, Direct, Reflector

Class II SELV

IP65/IP20

Trailing edge Recessed, Indoor / Outdoor

Quick connector

Ø114 x H130

Accessories

3815

Rehab Ring White 180mm for Exclusive Midi & Jupiter Pro

Ø180



Article codes

Article Protection Control gear Mounting/Connection Dimensions

3823

Rehab Ring White 250mm for Exclusive Midi & Jupiter Pro

Ø250

3825

Rehab Ring White 300mm for Exclusive Midi & Jupiter Pro

Ø300 x H45

900109

Reliefplate Weight distribution panel

L400 x W400 x H1

• = This article is produced by order, with an expected delivery time of 3-4 weeks.
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